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Product Description 

The CHEMRITE® Primer 81 is a high solids, solvent free, 

two part, low viscosity epoxy resin. It is used as a primer 

for many applications and even bonds to damp concrete.  

Features 

CHEMRITE® Primer 81 is a 2 part compound that can be 

applied by roller, brush or airless spray. It is the 

recommend primer for most of the CHEMRITE® coatings. 

It serves as a great binder for levelling mortars and 

screeds.  It bonds well to concrete, steel, timber, masonry 

and many other substrates. 

Some other features: 

• Solvent free 

• Good through-cure 

• Bonds well to most smooth and rough 

surfaces 

• Excellent resistance to a wide range of 

aggressive chemicals 

• Bonds to damp concrete 

• Low VOC’s 

• Easy to apply 

 

Typical applications 

• Primer for pool coatings 

• Primer for wall and floor coatings 

• Primer for mortar repairs 

• Primer for damps substrates 

 

Technical 

 CHEMRITE® PRIMER 81 

Work time  (@25°C , 55% RH ) 30 minutes 

Chemical resistance (acids, chlorides, 
petrochemicals, etc.) 

Excellent 

Bond to concrete Concrete failure 

Shelf life 24 Months 
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Product Disclaimer 

This Technical Data Sheet (TDS) summarises to the best of our knowledge the product and how to use and apply the product based on the 

information available to us at the time. It is recommended that you read this TDS and consider the information in the context of how the 

product will be used, including in conjunction with any other product and the type of surfaces to, and the manner in which, the product 

will be applied. If you are uncertain about any content herein, it is strongly recommended that you contact one of our technical experts for 

advice. Our responsibility for products sold is subject to the CHEMRITE Technologies standard terms and conditions of sale. We do not 

accept any liability for any losses suffered for damages of any nature whatsoever resulting from the use of or reliance upon information or 

the product to which information refers. 

Updated: November 2013 

Preparation and application 

Concrete Preparation 

Concrete should be cleaned free from grease and oil. 

Concrete substrates must be prepared mechanically using 

abrasive blast cleaning or scarifying equipment to remove 

cement laitance and achieve an open textured surface.  

Mix Preparation 

CHEMRITE® Primer 81 is a 2:1 epoxy, meaning that 2 

parts (volume) of Part A should be mixed with every part 

of Part B.  

Using a clean mixing container measure out a desired 

quantity of Part B and add it to the container. Add double 

the amount of Part A to the container and mix well for 3 

minutes. Mix well, but not at high speed to avoid 

entrapping air. 

Empty all of the contents of the Part B container into the 

Part A container. Ensure that the container is emptied by 

using a trowel or scraper to scrape all remaining material 

from the container corners.  

The epoxy compound should then be mixer at a very slow 

speed of 250 rpm, or by hand. Mixing should continue 

until it is clear that the product has a constant 

consistency and colour. 

 

Application 

CHEMRITE® Primer 81 can be applied by brush, roller or 

airless spray to prepared surfaces.  

Roller application should be done with an 8-12mm nap 

epoxy-safe roller. Thinning is not recommended. 

When spraying, a conventional airless gun can be used. A 

typical set-up such as the Graco Xtreme 56:1 with a fluid 

tip of 22-25 thou should be used. Pressure at the pump 

should be between 600 and 1000 KPa.  

Coating should be applied to a dft of approximately 

250 μm per coat. 

Cleaning 

All tools and spillages can be cleaned before the curing 

process has started using the Epoxy cleaner (A011).  

Packaging 

CHEMRITE® Primer 81 is packaged in 3 and 15 litre kits.  

Safety Precautions 

Whenever applying an epoxy resin, protective clothing 

must be worn. At a minimum, suitable rubber gloves and 

protective eyewear must be worn. 

This epoxy is classified as hazardous and it is 

recommended that you refer to the Material Safety Data 

Sheet (MSDS). 


